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BKM SRA Sealing tape

technical data sheet

Article-No.: H-001-550

Product description
Double-sided fleece-coated, permanently elastic sealing tape
based on NBR rubber.

Product advantages

Elastic sealing tape coated on both sides with polyester fleece,
based on NBR rubber with protruding fleece backing. The seal-
ing tape has a high transverse elongation and is absolutely
compatible with silicone.

Specification

Color: grey

Strength: 0,60 mm

Weight: 50g/m

Wide: 120 mm
Equivalent air layer thickness sd: 5m

Water pressure load: leakproof at 3 bar
Transverse strain: 250 %
Longitudinal expansion: 50 %
Temperature resistance: -20°C to +90°C

Areas of application

For corner formation as well as for bridging joints and areas at
risk of cracking, according to ZDB bulletin as well as abP. Use
in bonded waterproofing on balconies, loggias and arcades
according to DIN 18531, in interior rooms according to DIN
18534 as well as in tanks and basins according to DIN 18535.
Resistance table is available.

Product application

Substrate preparation

The substrate must be solid, even and load-bearing and free
of oil, grease, dust and other separating layers. The substrate
preparation also depends on the type and condition of the
substrate and the intended waterproofing system.

Processing

After cutting to size, the sealing tape is worked into the fresh
seal. Make sure that the ends overlap by at least 5 cm. In areas of
unevenness, the tape is pressed on with a smoothing trowel and
then worked completely into the system with the next layers.

Consumption
The overlap of at least 5 cm must be taken into account.

Comments

Notes for follow-up work

The base material provides excellent compatibility and good
bonding with polymer dispersions, mineral flexible sealing slur-
ries and reaction resins. Before applying further products, it is
recommended to carry out a compatibility test.

Cleaning the tools
Clean tools and dirty areas with water immediately after use.

Gebindeeinheit
Rolls @ 10m

1 Roll / Carton

600 Cartons / Pallet

Rolls 8 50m
1 Roll / Carton
120 Cartons / Pallet

Storage
24 months if stored cool and dry in the packaging.

Hazard warnings
Not a hazardous substance (according to the Ordinance on
Hazardous Substances)

Ecology
Residues and packaging can be disposed of with normal house-
hold packaging waste.
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Legal notice

The above information, in particular the suggestions for proces-
sing and use of our products, are based on our knowledge and
experience under normal circumstances, provided that the
products have been stored and applied correctly. Due to the
different materials, substrates and divergent working conditi-
ons, a guarantee of a working result or a liability, regardless of
the legal relationship, cannot be justified on the basis of these
instructions or verbal advice, unless we are accused of intent or
gross negligence in this respect. In this respect, the user must
prove that all knowledge necessary for a proper and promising
assessment by BKM was provided to BKM in writing, in time and
in full. The user must check the suitability of the products for the
intended application. We reserve the right to make changes to
product specifications.

Proprietary rights of third parties must be respected.

The latest product data sheet applies and must be requested
from us. The responsibility for the successful application of our
products lies with the user, as the use is beyond our control.
However, we ensure the quality of our products in accordan-
ce with our conditions of sale and delivery, without guarante-
eing the success of their application. Our data sheets represent
advice based on our best knowledge, but no obligation can be
derived from them. Our written consent is required to guaran-
tee properties and application possibilities that go beyond the
information recorded in the data sheets.

Further information can be found at:

www.bkm-mannesmann.de
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