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•	 Active ingredient content over 80 %  
•	 Solvent-free 
•	 Very good penetration into the finest capillary pores  
•	 Alkali-resistant 

•	 Capillary pores are not blocked  
•	 WTA-tested effectiveness  
•	 Ready for immediate use  
•	 Deep-acting moisture protection 
•	 Low emission for interior areas 
•	 For high moisture saturation (up to 95%) 

BKM HZ-C
Injection cream against 
rising damp 

Benefits

Technical Data 

Properties

BKM HZ-C Cream is a highly concentrated, ready-to-use 
injection cream based on silane for subsequent sealing 
against capillary rising damp in masonry. After injection, the 
material penetrates deep into the capillaries of the building 
material by capillary suction and permanently impregnates 
them. This reduces capillary water absorption and allows 
the masonry above the injection level to dry out. 

Technical Data Sheet
BKM HZ-C Cream

BASIS Silane-based 

COLOUR whitish  

CONSISTENCY  pasty, creamy 

CONSUMPTION  depending on the wall thickness (see consumption table) 

APPLICATION TEMPERATURE  from +5 °C 

EFFECT  hydrophobic  

ACTIVE INGREDIENT CONTENT  approx. 83 % (Gew. %) 

DENSITY  approx. 0,89 g/cm³ 

APPLICATION METHOD  foil pack press, injection gun, injection pump 
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	 Fields of application 
For creating a horizontal barrier against capillary rising damp by subsequent injection into mineral masonry to protect the 
building structure from moisture damage.
Please use our separate application instructions for a detailed explanation of how to use the product. 

	 Notes 
Before injection, remove damp- and salt-damaged plasters in the affected area and scrape out loose or damaged joints. 
The drill holes are made horizontally in a bed joint or mortar joint and are then thoroughly cleaned of dust and drilling 
residue. Injection is carried out with suitable 1K injection devices: insert the injection lance to the end of the drill hole and 
slowly pull it back while operating the injection gun so that the drill hole is filled completely. Immediately seal the drill holes 
after injecting the cream into the masonry with BKM FBM. For the masonry above the injection level to dry out, there must 
be no diffusion-tight coatings present. Additional drying or sealing measures may be necessary. Clean working equipment 
and tools with water immediately after application. 
Not suitable for perforated bricks or for creating surface barriers in the case of lateral moisture penetration. Here we 
recommend our product Novusan. 
Information on the substances contained can be found in the current safety data sheet. 

	 Packaging units / containers 
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Consumption table 

10 litre 
plastic bucket 
Art.-Nr. 13616-01

600 ml tubular foil pack 
Art.-Nr. 125137-01

12 x 600 ml tubular foil 
pack
Art.-Nr. 124140-12

WALL THICKNESS (CM) DRILL HOLE DEPTH (CM) QUANTITY ML 
PER DRILL HOLE

QUANTITY ML 
PER METER 

10,0 5,5 9 90 

12,5 7,5 13 130 

15,0 10,0 17 170 

17,5 12,5 21 210

20,0 15,0 25 250

24,5 19,5 33 330

30,0 25,0 42 420

33,0 28,0 47 470

36,5 31,5 53 530

40,0 35,0 59 590

42,0 37,0 63 630

44,0 39,0 66 660

48,0 43,0 73 730

50,0 45,0 76 760

14 mm horizontal drilling with a lateral spacing of 10 cm. 
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	 Storage conditions 
Store in a cool, dry and frost-free place. Avoid direct sunlight. The storage temperature should be between +5 °C and 
+25 °C. In unopened original containers, the shelf life is approximately 12 months. 

	 Disposal 
Disposal must be carried out in accordance with local regulations. Completely emptied packaging can be recycled. 

Legal notes  
These notes are based on our current state of knowledge and experience, provided that our products are stored and used properly. Due to differing materials and 
conditions, we cannot assume any warranty for the work result. We shall only be liable in cases of proven intent or gross negligence. The user is responsible for 
checking the suitability of the products for the intended purpose. The current product specification shall be observed in each case. We reserve the right to make 
changes. Any third-party industrial property rights must be observed. We guarantee the quality of our products in accordance with our terms and conditions of sale 
and delivery. No warranty is assumed for the success of the application. Our technical data sheets provide non-binding advice and require written consent for any 
assurances going beyond this

Note: 
Please refer to the latest product data sheet as the binding source of information. 


