
BENEFITS

Fast reaction on contact with water
Good penetration into cracks
Does not attack reinforcing steel
Two reaction forms in one product
Can be applied using 1K injection equipment
Suitable for concrete repair

PROPERTIES

Two-component polyurethane resin
Hydrophobic and water-reactive
Phthalate-free
Very low-viscosity
Cures elastically
2-phase reactivity

TECHNICAL DATA

BASE Polyurethane

COLOUR COMPONENT A Transparent

COLOUR COMPONENT B Brown

APPLICATION TEMPERATURE +5 °C to +35 °C

CONSUMPTION approx. 3–5 kg/m at 36 cm wall thickness; depending on void volume

MIXING RATIO A : B 1 : 1 parts by weight

POT LIFE approx. 30–40 min, based on 1 l at 23 °C

REACTION TIME WITH WATER CONTACT approx. 50 s

SETTING TIME WITH WATER CONTACT approx. 2 min (foam formation)

SETTING TIME (SOLID RESIN) WITHOUT WATER
CONTACT

at least 24 hours (depending on void volume)

VISCOSITY approx. 170 mPa·s at 25 °C (EN ISO 3219)

DENSITY, MIXED MATERIAL approx. 1.06 g/ml (DIN 53 479)

ELONGATION CAPACITY, SOLID RESIN approx. 17 % (EN 53 455)

GISCODE PU40
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BKM SEF-2K
Hybrid resin for waterproofing against
water under pressure

BKM SEF-2K is a two-component, hydrophobic and water-
reactive polyurethane injection resin for the waterproofing
injection of cracks, joints and gaps in concrete and mineral
masonry. On contact with water, it forms an elastic foam;
without water, it cures to form an elastic solid resin. This
combines two reaction forms in one product.



TECHNICAL DATA SHEET
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FIELDS OF APPLICATION

BKM SEF-2K is suitable for the waterproofing injection of cracks, joints and gaps under water pressure in concrete and mineral
masonry components and is injected into the building component through injection packers using the pressure method. The
product is particularly suitable for wall/floor connections or base joints. In the event of active water ingress, BKM SH-1K must be
used beforehand. BKM SEF-2K can also be used for grouting injection hoses.

Please use our separate application instructions for a detailed explanation of how to use the product.

NOTES

Before the injection, structural conditions, in particular crack and joint patterns, moisture condition and existing voids, must be
assessed. If necessary, cracks must be professionally sealed before the injection. The actual material consumption depends on
void volume. Changes in temperature influence the reaction properties of the product. The specified technical values are
laboratory values. Depending on the moisture condition and foaming behaviour of the injection resin, post-injection via the
same packer must be carried out within the pot life. We generally recommend carrying out post-injection.

Appropriate training is required before industrial or commercial use.

Hazard statements and precautionary statements can be found on the containers and in the safety data sheet. The current
safety data sheet is available upon request.

PACKAGING UNITS / CONTAINERS

10 kg set (5 kg Comp. A + 5 kg Comp. B)
Item no. 171816-01

STORAGE CONDITIONS

Store dry and frost-free at +5 °C to +25 °C in the originally sealed container. Tightly reseal opened containers, avoid contact with
air humidity and use promptly. In the unopened original container, the product has a shelf life of 12 months.

DISPOSAL

Disposal must be carried out in accordance with local regulations. Packaging emptied of residues can be sent for recycling.

LEGAL NOTICES
These notes are based on our current state of knowledge and our experience, provided that our products are stored and used properly. Due to different materials and conditions, we cannot
guarantee the work result. Liability on our part exists only in cases of proven intent or gross negligence.
The user is responsible for checking the products for their suitability for the intended purpose. The current product specification in each case should be taken into account. Subject to
changes. Any third-party property rights must be observed.

We warrant the quality of our products in accordance with our terms and conditions of sale and delivery. No guarantee is accepted for the success of the application. Our technical data sheets
provide non-binding advice and require written consent for any assurances beyond this.

Note:
Please refer to the latest product data sheet as the binding source of information.
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