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Product description
BKM VK Pro silicification is a long-serving sealing method that 
is extremely cost-effective. It is a solvent-free, thin silicification 
preparation based on special alkali silicates with hydrophobic 
additives. It is used for the pressurized or non-pressurized injec-
tion of masonry or concrete walls against rising capillary mois-
ture. For the borehole closure, it is recommended to use the 
composite product BKM FBM filling and borehole mortar.

Product advantages
•	 Solvent-free
•	 Acts as a pore blocker
•	 Solidifies masonry with mineralizing gel
•	 Simple pressureless application
•	 Suitable for pressure injection method
•	 Does not react with reinforcement steel
•	 Reduces pore size for a denser structure
•	 Reduces the spread of masonry salts
•	 Optimizes adhesion, abrasion resistance, and surface strength
•	 Increases resistance to chemical influences

Technical data
Processing temperature:	 At least +5°C
Color:	 Green
Viscosity:	 10 mPa.s
Density:	 1.2 g/cm3
pH value:	 11,5 bis 12

Areas of application
•	 Creation of a horizontal barrier against capillary rising moisture
•	 For interior and exterior use
•	 For subsequent cross-sectional sealing of masonry with a 

moisture content of up to 80%
•	 As a primer against moisture acting from the back
•	 Can be used for surface densification
•	 For example, coating WU concrete and masonry
•	 Not suitable for clay masonry or masonry with bedding joints 

made of shell limestone

Product application
Tools and aids
•	 Drilling machine
•	 Compressed air
•	 Injection device
•	 BKM injection bottles

Surface preparation
•	 Drill holes diagonally into the masonry.
•	 Seal the wall surface below and above the row of drilled holes 

with BKM DS-1K.
•	 Clean the drilled holes and, if necessary, fill cavities with BKM 

FBM Filling and Drilling Hole Mortar.

Consumption
•	 As a horizontal barrier: 1.5 kg/m for 10 cm wall thickness
	 (significantly more for porous masonry)
•	 As a primer: 0.25 kg/m²
•	 As a surface densifier: 0.4 kg/m²

Application
•	 Inject into the row of drilled holes using the pressure injection 

method.
•	 Fill the drilled holes after the injection is completed.

Further applications
Primer against moisture acting from the back
Apply the material in sections until fully saturated.
Tip: For highly absorbent substrates, we recommend lightly 
moistening them beforehand to ensure optimal adhesion.

Surface densification
For effective surface densification, apply the material in sections 
as well. Repeat the process (wet-on-wet) until the substrate no 
longer absorbs additional material.
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Art.-No.: 011 001 4002	 5 kg Canister
Art.-No.: 011 002 4002	 10 kg Canister
Art.-No.: 011 003 4002	 25 kg Canister
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Comments
•	 Avoid contact with eyes and skin
•	 Wear appropriate protective equipment
•	 In case of contact with eyes, rinse thoroughly with water and 

consult a doctor if necessary
•	 Cover or protect surfaces not to be treated before applying 

the product.

Delivery form
Art.-Nr.: 011 001 4002	 5 kg Canister
Art.-Nr.: 011 002 4002	 10 kg Canister
Art.-Nr.: 011 003 4002	 25 kg Canister

Storage
If stored in a cool and frost-free place in original sealed contain-
ers, it has a shelf life of 12 months.

Ecology, safety, disposal
The completely empty container can be disposed of in house-
hold waste. Please check in your region for local disposal options.

Consumption table

The figures are typical average values. 

Legal notice
The above information, in particular the suggestions for process-
ing and use of our products, are based on our knowledge and 
experience under normal circumstances, provided that the 
products have been stored and applied correctly. Due to the 
different materials, substrates and divergent working condi-
tions, a guarantee of a working result or a liability, regardless of 
the legal relationship, cannot be justified on the basis of these 
instructions or verbal advice, unless we are accused of intent or 
gross negligence in this respect. In this respect, the user must 
prove that all knowledge necessary for a proper and promising 
assessment by BKM was provided to BKM in writing, in time and 
in full. The user must check the suitability of the products for the 
intended application. We reserve the right to make changes to 
product specifications.
Proprietary rights of third parties must be respected.

‌The latest product data sheet applies and must be requested 
from us. The responsibility for the successful application of our 
products lies with the user, as the use is beyond our control. 
However, we ensure the quality of our products in accordance 
with our conditions of sale and delivery, without guarantee-
ing the success of their application. Our data sheets represent 
advice based on our best knowledge, but no obligation can be 
derived from them. Our written consent is required to guaran-
tee properties and application possibilities that go beyond the 
information recorded in the data sheets. 

Further information can be found at:
www.bkm-mannesmann.de

2/2

Wall cross-section consumption per meter

8 cm 1,2 kg

12 cm 2,0 kg

15 cm 2,7 kg

17 cm 3,3 kg

20 cm 4,2 kg

24 cm 5,4 kg

30 cm 7,2 kg

32 cm 8,2 kg

36 cm 9,7 kg

42 cm 12,0 kg

45 cm 13,5 kg

50 cm 15,8 kg

55 cm 18,2 kg

60 cm 20,7 kg

64 cm 23,0 kg

70 cm 26,3 kg

80 cm 31,2 kg

90 cm 36,5 kg


