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•	 Ready to use 
•	 Hydrophobic 
•	 High self-distribution in masonry 
•	 Low-pressure or bottle injection possible 
•	 Neutral pH value, alkali-free 
•	 Odourless 

•	 Waterproofing without complex excavation 
•	 Effective up to 99.9% moisture saturation 
•	 Tested and WTA-certified 
•	 Suitable for almost any masonry 
•	 Precisely calculable 
•	 Suitable for horizontal and surface barriers 

Novusan
Hydrophobic masonry injection  

Benefits

Technical Data 

Properties

Novusan is a ready-to-use injection agent for creating 
subsequent horizontal and surface barriers in masonry to 
reliably stop capillary rising moisture and lateral moisture 
penetration. The product forms an effective, moisture-re-
pellent barrier within the wall and is also suitable for heavily 
damp masonry. 

Technical Data Sheet 
Novusan

COLOUR  Transparent 

ODOUR   neutral  

CONSISTENCY   liquid

MODE OF ACTION   hydrophobic 

CONSUMPTION PER DRILL HOLE  1 bottle (500 ml) 

CONSUMPTION PER METER  5 bottles 

CONSUMPTION SURFACE BARRIER  20 bottles per m2
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	 Fields of application 
Novusan is suitable for various mineral masonry types, including brick and clinker masonry, natural stone and rubble 
masonry, sandstone, calcium silicate brick, aerated concrete, rammed concrete as well as perforated and hollow blocks*. It 
is not suitable for waterproof concrete (WU concrete). You can use Novusan both for subsequent horizontal barriers against 
capillary rising moisture and for surface waterproofing against lateral penetrating moisture. The product is particularly ideal 
for exterior walls that cannot be exposed or in partially basemented areas. 

Processing is carried out pressurelessly using injection bottles, or via a low-pressure method using an injection pump.
Please use our separate application instructions for a detailed explanation of how to use the product.  

* In the case of perforated and hollow blocks, a surface barrier is only possible if the individual row of blocks is completely 
separated by a continuous mortar joint. 

	 Notes
Ensure a proper and specified drill hole pattern for the injection points. In corner areas, drill holes must be slightly offset. 
The masonry must be mineral and absorbent. For hollow blocks, it must be checked in advance whether a continuous 
mortar joint is present and the rows are continuously interrupted. In natural stone masonry, drilling must reach cavities or 
mortar joints. Protect sensitive materials such as natural stone surfaces from product contact as discoloration may occur. 
Drying time depends heavily on the moisture level and ventilation. Drying equipment may only be used after a reaction time 
of at least 3 weeks. Remove damaged plaster after injection and replace it with suitable renovation plaster systems. Use only 
diffusion-open coatings. Novusan is not suitable for pressurized water damage. Keep out of reach of children. 
Hazard statements and safety advice can be found on the containers and in the safety data sheet.
The current safety data sheet is available upon request.

	 Packaging units / containers 
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1 bottle of  500 ml
Art. no. 111137-01

5 bottles of  500 ml
Art. no. 1014117-05

5 litre refill canister 
Art. no. 11269-01

10 litre refill canister 
Art. no. 11272-01

25 litre refill canister 
Art. no. 11276-01

APPLICATION TEMPERATURE  min. 5 °C

INJECTION PRESSURE (WITH PUMP)  0,5 – 5 bar

PH VALUE NEUTRAL alkali-free 

DENSITY 0,8 g/cm³
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	 Storage conditions 
Store the product frost-free and in unopened original containers. Shelf life is 12 months from date of manufacture. 
Opened containers should not be exposed to air or moisture for long periods as the product reacts to this. 

	 Disposal 
Disposal must be carried out in accordance with local regulations. Empty packaging can be recycled. 

Legal notes  
These notes are based on our current state of knowledge and experience, provided that our products are stored and used properly. Due to differing materials and 
conditions, we cannot assume any warranty for the work result. We shall only be liable in cases of proven intent or gross negligence. The user is responsible for 
checking the suitability of the products for the intended purpose. The current product specification shall be observed in each case. We reserve the right to make 
changes. Any third-party industrial property rights must be observed. We guarantee the quality of our products in accordance with our terms and conditions of sale 
and delivery. No warranty is assumed for the success of the application. Our technical data sheets provide non-binding advice and require written consent for any 
assurances going beyond this

Note: 
Please refer to the latest product data sheet as the binding source of information. 


