
APPLICATION IN-
STRUCTIONS

For sealing drill holes and filling cavities in masonry.

BKM FBM – Mineral dry mortar
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	 Area of Application

Use BKM FBM to seal drill holes or to fill cavities 
in masonry. The product supports the capillary 
distribution of hydrophobising injection agents 
and is suitable for mineral masonry indoors and 
outdoors, such as:

•	 Brick
•	 Calcium silicate brick 
•	 Natural stone and rubble stone
•	 Aerated concrete 
•	 Rammed concrete

Not suitable for: 
•	 Plaster and loam-based masonry

Putty knife

BENEFITS

PREPARATION

•	 Adjustable consistency  
Can be flexibly mixed from non-slump to flowable

•	 System-compatible, reliable and durable 
Perfectly matched to all BKM injection products

•	 Vapour-permeable (breathable) and cures without shrinkage 
Stable drill hole seal suitable for indoors and outdoors

	 Workplace preparation 
1.	 Thoroughly remove drilling dust from existing  

drill holes. 

2.	 Protect adjacent surfaces. 

3.	 Provide clean water and a clean mixing bucket 
 for mixing. 

4.	 Have the appropriate tools ready for the chosen 
application method.

Mixing bucket

Trowel

Water

For your own safety:

•	 Safety goggles
•	 Protective gloves
•	 Protective clothing
•	 Dust mask

	 For the application
	 you need:
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Plan consumption 
Plan the consumption to suit the application. For 
surface-level sealing of drill holes, consumption is 
approx. 30 to 60 g of powder per drill hole (14 mm), 
depending on the actual drill hole size. For filling cavi-
ties, consumption is approx. 1.4 kg per litre of cavity. 
Actual consumption depends on the masonry, cavity 
size and application method.

Substrate
The drill holes must be thoroughly vacuumed or blown 
out before application. Masonry containing gypsum 
and clay is not suitable.

Application 
Add BKM FBM into clean water. Adjust the consistency 
to suit the application. For a non-slump drill hole seal, 
mix approx. 90 ml of water with 500 g of powder. For a 
flowable cavity filling, mix approx. 130 to 140 ml of water 
with 500 g of powder. Mix the material for approx. 3 min. 
until an even, lump-free consistency is achieved. The 
working time is approx. 30 minutes.

If you want to seal drill holes at the surface, apply the 
mortar mixed to a non-slump consistency with a filling 
knife or trowel. Fill the drill hole cleanly and carefully 
seal the opening. Make sure that the material is applied 
evenly (approx. 2 cm deep).

If you want to fill cavities in the masonry, mix the mortar to 
a flowable consistency. Then apply the material through 
drill holes, e.g. using a manual mortar pump. Apply the 
mortar evenly and in accordance with the respective 
application method.

INSTRUCTIONS

PRO TIP:
Do not mix too much material at once.

Vacuum out drill holes

Mix to the desired consistency

Seal holes
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DO YOU ALREADY KNOW OUR 
BKM MHG MULTIHAFTGRUND?

For secure adhesion and solid substrates!
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Completion and cleaning

FINISHING WORK

1.	 After application, check whether drill holes or cavities are 
completely sealed or filled. 

2.	 Remove unintended product contact on adjacent surfaces as 
directly as possible. 

3.	 Clean tools and aids with water immediately after application. 

4.	 Seal opened containers airtight and store them in a cool,  
dry place. 


