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Product description
BKM FP Fine Plaster is a mineral fine filler specifically designed 
to create fine plaster surfaces with layer thicknesses from 1 to 3 
mm. It is used in combination with BKM SP Renovation Plaster 
white and creates a creamy white surface.

Product advantages
•	 Vapor-permeable fine filler
•	 Early abrasion resistance
•	 Low in tension
•	 High diffusion capacity
•	 Compatible with BKM renovation plasters, primers, and paints

Substrate/Application Temperature: 	 From 5 °C to 30 °C
Processing Time: 	 Approx. 60 minutes
Max. Layer Thickness per Application: 	 up to 3mm
Consumption per m²
and mm Layer Thickness: 	 Approx. 1,4 kg/m²
Reworkable Earliest After: 	 24 hours
Curing Progress: 	 1 mm per 24 hours

Approx. Consumption for 25 kg sack at 2 mm Layer Thickness

Specification
Product Components: 	 1K-system
Material Base: 	 Factory dry mortar
Consistency: 	 Filler consistency
Max. Grain Size: 	 < 1 mm
Fresh Mortar Bulk Density: 	 Approx. 1,8 kg/dm3
Compressive Strength (28 days): 	 Approx. 4 N/mm2
Compressive Strength (Class DIN EN 998-1): 	 CS II
Flexural Strength (28 days): 	 Approx. 1 N/mm2
Adhesion Tensile Strength (28 days): 	 ≥ 0,08 N/mm2
Capillary Water Absorption: 	 > 0,3 kg/m2
Water Vapor Diffusion Coefficient μ: 	 < 15
Water Penetration: 	 ≤ 5 mm
Thermal Conductivity λ (Lambda): 	 Approx. 0,67 W/m * K
Fire Behavior Classification
according to DIN EN 13501-1: 	 A1

Application areas
•	 Creation of fine plaster surfaces on BKM SP Renovation         

Plaster white
•	 As a mineral surface filler (1-3 mm)
•	 Suitable for interior and exterior use

Product application
Tools and Equipment
•	 Mixing device
•	 Suitable mixing paddle
•	 Trowel
•	 Smooth trowel
•	 Sponge board

Substrate Preparation
The substrate must be solid, free from substances that redu-
ce adhesion, grippy, and load-bearing. Highly absorbent and 
slightly sandy substrates should be primed with BKM MHG 
Multi-Adhesion Primer or BKM UH+ Universal Adhesion Emul-
sion Plus.
Substrates consisting of BKM SP Renovation Plaster white do 
not need priming. 

Mixing
Add 6.5 to 7 liters of clean water into a mixing bucket and mix 
25 kg of the powder component into a homogeneous, lump-
free mass. Mixing time is approximately 3 minutes. After mixing, 
let it swell for about 3 minutes, then stir briefly and gently again. 

Application
The filler material is applied in the required layer thickness. The 
surface can be smoothed after an appropriate waiting time 
using a rubbing, felt, or sponge board. One day of curing is 
required per 1 mm layer thickness!
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Area Consumption

2 m2 1/4 sack

4,5 m2 1/2 sack

9 m2 1 sack

18 m2 2 sacks

27 m2 3 sacks

36 m2 4 sacks
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Comments
Protect areas not to be treated from the impact of BKM FP!
When carrying out plastering work, DIN18350 and DIN V 18550 
must be observed.
The plaster surface should be free of cracks after comple-
te drying. Hairline/shrinkage cracks without hollow layers are 
unproblematic and do not affect the technical properties.
There is a risk of crack formation due to too rapid water withdra-
wal (heat or highly absorbent substrates) or insufficient drying 
of plaster substrates!
Do not rework already stiff BKM FP Fine Plaster by adding water 
or fresh mortar (risk of crack formation and insufficient strength).
Very damp substrates may cause longer waiting times before 
rubbing.
Avoid very high humidity through suitable measures such as 
using dehumidifiers, airing, etc. Avoid direct heaters or draughts. 
Protect from strong sunlight and draughts.
Too early or too intensive rubbing can cause binder concentrati-
ons on the surface and lead to tension cracks.
For color design, only high diffusion-capable silicate paints 
(BKM BioPaint) are to be used. 

Packaging unit
25 kg sack

Storage
Store the product in a cool and dry place. It is usable for at least 
12 months in its original container. Use opened containers 
immediately. 

Disposal
Product residues can be disposed of according to waste code 
AVV 17 01 01. 

Legal notice
The above information, in particular the suggestions for process-
ing and use of our products, are based on our knowledge and 
experience under normal circumstances, provided that the 
products have been stored and applied correctly. Due to the 
different materials, substrates and divergent working condi-
tions, a guarantee of a working result or a liability, regardless of 
the legal relationship, cannot be justified on the basis of these 
instructions or verbal advice, unless we are accused of intent or 
gross negligence in this respect. In this respect, the user must 
prove that all knowledge necessary for a proper and promising 
assessment by BKM was provided to BKM in writing, in time and 
in full.  The user must check the suitability of the products for 
the intended application. We reserve the right to make changes 
to product specifications.

Proprietary rights of third parties must be respected.

The latest product data sheet applies and must be requested 
from us.  The responsibility for the successful application of our 
products lies with the user, as the use is beyond our control. 
However, we ensure the quality of our products in accordance 
with our conditions of sale and delivery, without guarantee-
ing the success of their application. Our data sheets represent 
advice based on our best knowledge, but no obligation can be 
derived from them. Our written consent is required to guaran-
tee properties and application possibilities that go beyond the 
information recorded in the data sheets.

Further information can be found at:

www.bkm-mannesmann.de
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