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•	 Reactive setting 
•	 Early rub-down capability
•	 Low shrinkage
•	 Hydrophobic surface  
•	 Sulfate-resistant  
•	 Mineral-based 

•	 WTA-certified reliability
•	 Healthy indoor climate due to  
	 high vapour diffusion  
•	 Strong against salts & protection  
	 against moisture 
•	 Rapid setting even in cool rooms 
•	 Up to 25 mm application in a  
	 single operation

BKM SP
Mineral, reactive-setting 
renovation plaster 

Benefits

Technical Data 

Properties 

BKM SP Express is a mineral, reactive-setting, WTA- 
certified renovation plaster for damp and salt-contaminated 
masonry. In contrast to conventional renovation plasters, it 
does not harden depending on air temperature and humidity 
but instead sets reliably and uniformly through a targeted 
reaction. This ensures fast, plannable work processes and 
early strength even under changing site conditions. At the 
same time, the plaster regulates moisture and creates a 
highly diffusion-open surface for lasting renovation results. 

Technisches Datenblatt 
BKM SP Express

PRODUCT TYPE Renovation plaster, mineral, 1K system 

MATERIAL Factory-prepared dry mortar 

COLOUR  grey 

CONSUMPTION approx. 9 kg / m2 per cm of layer thickness - 1 bag is sufficient for 
approx. 1,1 m2 at the recommended layer thickness of 25 mm 

WORKING TIME approx. 30 - 40 minutes 

APPLICATION TEMPERATURE 5 °C to 30 °C

WATER REQUIREMENT 7,0 - 7,5 l per 25 kg 

MIXING TIME approx. 3 minutes 

MAX. LAYER THICKNESS up to 25 mm per operation 
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	 Fields of application 
BKM SP Express is used for the renovation of damp or salt-damaged wall surfaces in interior areas and plinth zones. It is 
suitable for living spaces, cellars, vaulted rooms, historic existing buildings and areas with high salt and moisture exposure. 
BKM SP Express can also be applied by machine and can be reliably conveyed with standard G4-class plastering machines 
(D6-3) and hose lengths of up to 50 m. A constant water addition, the correct quantity and the right consistency ensure 
uniform application. 
A detailed explanation of how to use the product, as well as comprehensive care instructions, can be found in our 
separate application instructions.  

	 Notes
The substrate must be load-bearing, open-pored and free from adhesion-reducing substances and must be lightly 
pre-wetted before application. Old, damaged or salt-contaminated layers must be removed completely. We recommend 
the use of BKM VM roughcast mortar as a bonding bridge. The mortar is to be mixed at 500 to 700 rpm, should be left 
to rest briefly after the initial mixing and then stirred again until homogeneous. A notched trowel must be used to check 
the layer thickness. Very damp substrates may prolong the waiting times until rub-down. Excessively damp or intensive 
surface finishing may lead to binder enrichment and thus to stress cracks. We recommend the use of a grid float; the use of 
a sponge float should be avoided. Areas not to be treated must be protected from splashes and contact with the material. 
Actual consumption depends on the surface condition and the absorbency of the substrate. 
Information on the substances contained can be found in the current safety data sheet. 

	 Packaging units / containers 
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25 kg bag
Item No. 32291023-01

YIELD approx. 30 l per 25 kg 

COMPRESSIVE STRENGTH 
( DIN EN 998-1 CLASSIFICATION) 

CS II

TENSILE ADHESION STRENGTH ≥ 0,08 N/mm²

CAPILLARY WATER ABSORPTION > 0,3 kg/m²

WATER VAPOUR DIFFUSION COEFFICIENT μ < 15

WATER PENETRATION DEPTH ≤ 5 mm

THERMAL CONDUCTIVITY λ approx. 0,27 W/mK

CURING PROGRESS ≥ 1 mm / 24 h

FRESH MORTAR DENSITY approx. 1 kg/dm³

CONSISTENCY Spatula consistency 

GRAIN SIZE < 2 mm

REACTION TO FIRE A1

SHELF LIFE at least 9 months - stored unopened in a dry place 
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	 Storage conditions 
The product must be stored dry, cool and tightly sealed. Opened bags must be resealed immediately and used up 
promptly. The ingress of moisture must be avoided under all circumstances to prevent lump formation and reactions. 

	 Disposal 
Dispose of in accordance with local regulations. Completely emptied packaging can be added to recycling. 

Legal information 
These notes are based on our current state of knowledge and experience, provided that our products are stored and used properly. Due to differing materials and 
conditions, we cannot assume any guarantee for the work result. Our liability shall exist only in cases of proven intent or gross negligence. The user is responsible for 
checking the products for their suitability for the intended purpose. The current product specification shall be observed in each case. Subject to change. Any third-
party property rights shall be observed. We guarantee the quality of our products in accordance with our Terms and Conditions of Sale and Delivery. No guarantee 
is assumed for the success of the application. Our technical data sheets provide non-binding advice and require written consent for assurances going beyond this. 

Note: 
Please refer to the latest product data sheet as the binding source of information. 


