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Product description
•	 Fast, reactive setting, even under critical conditions
•	 Hydrophobic / water-repellent
•	 Layer thickness: up to 2 cm in one application
•	 Extremely low shrinkage
•	 Sulfate resistant
•	 High air pore volume
•	 Diffusion-open
•	 High salt storage capacity
•	 Complies with the German WTA guidelines.

Specification
Base:	 prebagged dry mortar
Color:	 white
Water requirement:	 approx. 7.0 - 7.5 l / 25 kg bag
Bulk density:	 1,26kg/dm³
Consumption:	 approx. 9,0 kg/m² per cm layer thickness 
Working time:	 approx. 30-40 min.
Delivery form:	 25 kg bags
Yield:	 approx. 25.8 l / 25 kg bag
Substrate / processing temp.:	 +5 °C to +30 °C
Storage:	 dry - use opened bags immediately
	 within 6 months if stored in the original sealed bags.
* The values apply to +23 °C and 50% relative humidity.

Application areas
Suitable for the production of diffusion-open plaster surfaces 
on damp masonry. Also suitable for salt-affected interior and 
exterior walls.
Even under critical conditions such as high air humidity, low 
temperatures, etc., BKM SP can be applied safely and without 
long waiting times due to its reactive properties.

Product application
Processing
BKM SP is mixed with approximately 7.0-7.5 liters of clean water 
using a suitable stirring tool (approx. 500-700 rpm) to ensure a 
lump-free and homogenous mixture. The mixing time is about 3 
minutes. After a maturing time of approximately 3-5 minutes, 
stir the mixture again. The application is carried out according 
to the recognized rules of plastering technique.
BKM SP can be applied in a single layer up to a maximum of 2 
cm in one application and leveled using suitable tools such as a 
smoothing trowel, etc.
After a sufficient standing time, the surface should be rubbed 
almost dry or „rubbed off“. To avoid tension cracks, the surface 
should not be rubbed off too early and too wet. Excessive mois-
ture during the rubbing process can cause the pores to close 
up again, severely limiting the function of the restoration plas-
ter. (Do not felt surfaces!) We recommend the „rubbing off“ 
process because during this step, the sintered surface is remo-
ved, higher diffusion performance is achieved, and preventive 
measures against drying cracks are taken.
After the plaster has „set“, a „trowel cut“ (ceiling, floor, corners) 
should be made all around for decoupling to prevent tension 
cracks. (Any resulting indentations can be closed with acrylic 
after the plaster has completely dried).
Subsequently, once the plaster has dried completely (at least 
after 7 days), BKM FP fine plaster can be applied. For plaster 
thicknesses exceeding 2cm, BKM SP must be applied in multip-
le layers.
The previous layer must be leveled and rubbed off, then, once 
the plaster has dried completely (at least after 7 days), the 
second layer of BKM SP can be applied. The surface is processed 
in the same way as the initial application.

Consumption
Approximately 9.0 kg/m² per cm of layer thickness.
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Salt Content Measures Layer thicknesses (cm) Remarks

Low 1. BKM VM Precoating Mortar
2. BKM SP Restoration Plaster White

≤ 0,5
≥ 2,0

medium to high 1. BKM VM Precoating Mortar
2. BKM SP Restoration Plaster White
3. BKM SP Restoration Plaster White

≤ 0,5
1,0 - 2,0
1,0 - 2,0

Total thickness:
at least 2.5 cm; max. 4 cm
previous layers should be roughened well.

Measures depending on the degree of salinization according to ‚WTA‘
(Determining and assessing the degree of salinization with preliminary investigations)
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Comments
•	 If the application is done on a surface with a pre-installed 

horizontal barrier / surface barrier, color variations may occur 
on the plaster surface due to the injected injection material. 
These can be neutralized by applying two layers of BKM IG 
Insulating Primer. The processing of BKM IG can be found in 
the current Technical Data Sheet.

•	 Protect surfaces that are not to be treated before the applica-
tion of BKM SP.

•	 Very damp substrates may require longer waiting times befo-
re rubbing off.

•	 Protect from strong sunlight and draught.
•	 For color design, only the highly diffusible BKM Bio Paint 

should be used.

Please refer to the valid EU safety data sheet.
GISCODE: ZP1
SF/KD/KK

Packaging unit
25kg bag
Pallet (42 pieces)

Legal notice
The above information, in particular the suggestions for proces-
sing and use of our products, are based on our knowledge and 
experience under normal circumstances, provided that the 
products have been stored and applied correctly. Due to the 
different materials, substrates and divergent working conditi-
ons, a guarantee of a working result or a liability, regardless of 
the legal relationship, cannot be justified on the basis of these 
instructions or verbal advice, unless we are accused of intent or 
gross negligence in this respect. In this respect, the user must 
prove that all knowledge necessary for a proper and promising 
assessment by BKM was provided to BKM in writing, in time and 
in full. The user must check the suitability of the products for the 
intended application. We reserve the right to make changes to 
product specifications.

‌Proprietary rights of third parties must be respected.

‌The latest product data sheet applies and must be requested 
from us. The responsibility for the successful application of our 
products lies with the user, as the use is beyond our control. 
However, we ensure the quality of our products in accordan-
ce with our conditions of sale and delivery, without guarante-
eing the success of their application. Our data sheets represent 
advice based on our best knowledge, but no obligation can be 
derived from them. Our written consent is required to guaran-
tee properties and application possibilities that go beyond the 
information recorded in the data sheets. 

Further information can be found at:

www.bkm-mannesmann.de
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