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Product description
BKM SZ is a cement-based reactive powder that becomes high-
ly solid and sets permanently upon contact with pressurized or 
flowing water.
For follow-up products, we recommend BKM HS Cove Mortar 
and Blocking Mortar as well as BKM HDS-2K Hybrid Sealing Slur-
ry for permanent surface sealing. 

Product advantages
•	 Catalytically accelerated quick-setting agent 
•	 Free of soda and chlorides: Does not promote corrosion of 

construction steel 
•	 After setting: rot-resistant, waterproof, water-resistant, and 

weather-resistant

Specification
Processing Temperature:	 +5°C to +25°C
End of Setting:	 After 60 seconds
Compressive Strength:	 25 N/mm2
Load-bearing Capability:	 After 1 hour

Application areas
•	 Rapid sealing of pressurized, flowing water 
•	 Emergency sealing 
•	 Set accelerator for BKM HS Cove Mortar and Blocking Mortar 
•	 As a gypsum substitute for non-expanding fixation of instal-

lations Product 

Product application
Tools and Equipment
•	 Rubber gloves
•	 Mixing container
•	 Trowel, smoothing trowel Substrate

Substrate Preparation
•	 The substrate should be solid, load-bearing, and free from oil, 

grease, gypsum, and dust. 
•	 Remove loose plaster and masonry parts. 
•	 Chisel out leaking areas to a depth of 2 to 3 cm.

Mixing
•	 No mixing required. 
•	 If necessary, fill the hollow of your hand with BKM SZ, add a 

few drops of water. 
•	 For use as a fixation, mix with a small amount of water and use 

immediately. 

Application
For Leakages
Form BKM SZ into a plastic mass in the hollow of your hand by 
adding a few drops of water. Then, apply it with strong pressure 
to the leakage point and hold it under pressure for about 30-60 
seconds.

For Fixation
Mix BKM SZ with a small amount of water in small quan-
tities (maximum 150 ml/kg) that can be processed within                       
30–40 seconds. Apply with a trowel or smoothing trowel and 
immediately press and align the installation.

Reaction Accelerator
Apply BKM SZ as a powder on the freshly applied BKM HS sealing 
plaster surface, and work it in using your hand (rubber gloves) 
and then a float. This significantly accelerates the setting of the 
sealing plaster, allowing the following work steps to be carried 
out in a shorter time.

Comments
•	 Wear rubber gloves during use.
•	 Irritates eyes and skin.
•	 Do not inhale.
•	 In case of contact with eyes, rinse thoroughly with water and 

consult a doctor.
•	 For more detailed safety information, refer to the safety data 

sheet.

Packaging unit
5 kg bag 	 Article-No. 021 002 4004
10 kg bucket 	 Article-No. 021 003 4003

Storage
Can be stored for up to 12 months when kept cool, protected 
from moisture, and in the original sealed container.

Disposal
Empty containers can be disposed of as recyclable material.
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Legal notice
The above information, in particular the suggestions for process-
ing and use of our products, are based on our knowledge and 
experience under normal circumstances, provided that the 
products have been stored and applied correctly. Due to the 
different materials, substrates and divergent working condi-
tions, a guarantee of a working result or a liability, regardless of 
the legal relationship, cannot be justified on the basis of these 
instructions or verbal advice, unless we are accused of intent or 
gross negligence in this respect. In this respect, the user must 
prove that all knowledge necessary for a proper and promising 
assessment by BKM was provided to BKM in writing, in time and 
in full.  The user must check the suitability of the products for 
the intended application. We reserve the right to make changes 
to product specifications.

Proprietary rights of third parties must be respected.

The latest product data sheet applies and must be requested 
from us.  The responsibility for the successful application of our 
products lies with the user, as the use is beyond our control. 
However, we ensure the quality of our products in accordance 
with our conditions of sale and delivery, without guarantee-
ing the success of their application. Our data sheets represent 
advice based on our best knowledge, but no obligation can be 
derived from them. Our written consent is required to guaran-
tee properties and application possibilities that go beyond the 
information recorded in the data sheets.

Further information can be found at:

www.bkm-mannesmann.de
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