
NOVUSHIELD
APPLICATION INSTRUCTIONS

Hydrophobic treatment for concrete paving 
& surfaces  



ADVANTAGES

	 Long-lasting protection 
	 Penetrates deeply and effectively protects mineral surfaces for several years.

	 Organic growth effect 
	 Reliably repels water and dirt, keeping the surface cleaner.

	 Breathable and UV-stable 
	 Preserves the natural appearance without forming a surface film.

	 Reduces moss and algae growth 
	 Minimises the risk of water-beading and frost damage due to lower water absorption.
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FIELDS OF APPLICATION
Ideal for treating absorbent mineral surfaces 
in outdoor areas, such as:

•	 Paving stones (concrete and natural stone) 
•	 Terrace slabs
•	 Footpaths and driveways
•	 Concrete surfaces and precast elements
•	 Roof tiles

OUR RECOMMENDATION:

OR AS AN ALTERNATIVE:

FOR CLEANING APPLICATION TOOLS:

WORKPLACE PREPARATION 
1.	 Have all necessary tools and equipment ready. 

2.	 Remove any previous treatments and dirt. 

3.	 Carefully cover surfaces not to be treated  
(e.g. glass, wood, metal, plants).

garden sprayer protective 
gloves

respiratory 
protection

protective 
clothing

safety
goggles

brush

water

roller broad brush

PREPARATION

WHAT DO I NEED 
FOR APPLICATION:

FOR YOUR OWN
 SAFETY USE:
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3. LET DRY
The material takes approx. 2 - 4 hours to penetrate the 
surface. NovuShield should be applied on dry days.

2. APPLICATION
Apply NovuShield undiluted and evenly with a garden 
sprayer, brush, roller or road brush onto the dry surface 
until the substrate is saturated. Avoid puddling.

1. CLEAN THE SUBSTRATE
Thoroughly clean the surface to be treated and ensure 
that it is dry and free from organic growth and leaves.
Test a small area first to check for compatibility and 
penetration.

INSTRUCTIONS

PRO TIP:
Faster, more efficient, more even – 
achieve the best results using a 
pressure garden sprayer!
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HAVE YOU DISCOVERED OUR 
FACADE HYDROPHOBIC TREATMENT?
BKM FS Aqua – Specifically developed for ETICS 
systems. Keeps your facade permanently dry.

Discover now!
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FINAL STEPS AND CLEANING

Clean all tools
immediately with water.

Dispose of empty containers according 
to local regulations.

Clean or properly dispose of 
used protective equipment.

Check adjacent surfaces 
for any splashes.

SUBSEQUENT WORK


