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•	 Low-emission and solvent-free
•	 Breathable (vapour-permeable)
•	 Ultra-matt surface
•	 High opacity
•	 Quality made in Germany

•	 Safe for children and allergy sufferers
•	 Improves the indoor climate
•	 Easy application
•	 Ready to use

BKM SF
The high-opacity premium interior paint

Benefits

Technical Data 

Properties 

BKM SF is a white, ultra-matt, vapour-permeable silicate 
paint for use on mineral substrates indoors. The paint is 
free from preservatives, solvent-free, low-emission and is 
therefore particularly suitable for allergy sufferers. It is easy 
to apply and has high opacity. 

Technical Data Sheet 
BKM SF SilikatFarbe

WET ABRASION RESISTANCE  Class 3 

COVERING POWER Class 2 

COLOUR  white 

GLOSS LEVEL  ultra matt 

PH VALUE  approx. 11 

DENSITY  approx. 1,49 g/cm³ 

SD VALUE  approx. 0,01 m (highly vapour-permeable) 

APPLICATION  
Brush or roller application /  
Can also be applied by machine spraying

DILUTION ready for use, not necessary
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DRYING TIME  approx. 8 - 10 hours (at 20°C and 65% relative humidity) 

APPLICATION TEMPERATURE  min. + 5 °C / max. + 30 °C

VOC CONTENT  < 1 g/l (EU limit value Cat. A/a: 30 g/l) 

CONSUMPTION approx. 150 - 200 ml/m² per coat 

REQUIRED AIDS & TOOLS  Paint roller, brush, stirring stick, masking tape & covering material 

	 Fields of application 
The paint is suitable for indoor use and can be applied to new or old load-bearing mineral substrates such as lime, lime-
cement and cement plasters, concrete, fibre cement, as well as old silicate and mineral paints. 
A detailed explanation of how to use the product, as well as comprehensive care instructions, can be found in our 
separate application instructions. 

	 Notes 
Carefully cover surfaces not to be treated. Do not mix with incompatible paints (e.g. dispersion paints). Can only be tinted 
with suitable full-tone and tinting paints. Check compatibility in advance in individual cases. In the event of tinting, stain-free 
drying after a single coat cannot be guaranteed. Tinting may also result in deviations in the technical characteristics, 
including with regard to preservatives. On rough or dark substrates, multiple coats may be necessary, which will also lead 
to corresponding higher consumption. Exact consumption quantities must be determined by project-specific trial coats. 
Clean tools with water immediately after use. 
Information on the substances contained can be found in the current safety data sheet. 

	 Packaging units / containers 

	 Storage conditions 
Store in a cool, frost-free place. Shelf life is at least 12 months in the unopened original container.
Opened containers should be used promptly.

	 Disposal 
Dispose of in accordance with local regulations. Completely emptied packaging can be added to recycling. 

Legal information  
These notes are based on our current state of knowledge and experience, provided that our products are stored and used properly. Due to differing materials and conditions, 
we cannot assume any guarantee for the work result. Our liability shall exist only in cases of proven intent or gross negligence. The user is responsible for checking the 
products for their suitability for the intended purpose. The current product specification shall be observed in each case. Subject to change. Any third-party property rights 
shall be observed. We guarantee the quality of our products in accordance with our Terms and Conditions of Sale and Delivery. No guarantee is assumed for the success 
of the application. Our technical data sheets provide non-binding advice and require written consent for assurances going beyond this. 

Note: 
Please refer to the latest product data sheet as the binding source of information. 
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2.5 litres 
Plastic bucket 
Art.-No. 82966-01

5 litres plastic bucket 
Art.-No. 829669-01

10 litres plastic bucket
Art.-No. 829672-01


