
Naturally strong. High coverage. 
Ideal for people with allergies

APPLICATION 
INSTRUCTIONS 
BKM SF - 
THE HIGH-COVERAGE PREMIUM INTERIOR PAINT 
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	 Area of Application 

The silicate paint is used indoors on new or old 
load-bearing mineral substrates such as: 

•	 Lime, lime-cement and cement renders  
•	 Renovation renders 
•	 Concrete 
•	 Fibre cement 
•	 Old silicate and mineral paints 

Not suitable for: 
•	 Wallpapers 
•	 Wood 
•	 Plastics 
•	 Metals 

Paint roller 

BENEFITS 

PREPARATION 

•	 Ideal for old buildings and masonry exposed to moisture  
Diffusion-open & breathable 

•	 Safe for children and people with allergies  
Low-emission and solvent-free 

•	 Improves the indoor climate   
Mould-inhibiting & hygienic 

	 Workplace preparation  
1.	 Carefully cover surfaces that are not to be treated  

2.	 Remove loose particles and dirt 

3.	 If necessary, prime highly absorbent substrates 
with BKM SG Silicate Primer   

4.	 Prepare all necessary tools and auxiliary materials 

5.	 Check room temperature  
(min. +5 °C, max. +30 °C)

Stirring stick 

Brush 

Masking tape 

Water Covering material 

Cleaning cloths 

For your own safety:

•	 Safety goggles 
•	 Protective gloves 
•	 Protective clothing 

	 For the application 
	 you need:
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Masking 
Carefully cover all areas that are to remain free of 
paint. These include, for example, door frames, skirting 
boards and adjacent wall surfaces. Use suitable mask-
ing tape as well as protective fleece or masking film for 
this purpose. 

Stir thoroughly 
The paint is ready for use, so you do not need to dilute it 
with water. Stir it thoroughly with a stirring stick before 
painting so that all components combine evenly. If you 
wish to tint the silicate paint, please use only special tint-
ing colours suitable for this purpose. Ensure thorough 
mixing to achieve a uniform shade and full opacity. 

Painting 
First apply the paint with a brush in the corner areas and 
in places that you cannot reach with the roller. Then roll 
the surface evenly with a large paint roller using a cross-
coat technique. For dark substrates or uneven absor-
bency, a second coat is recommended as soon as the 
first layer has dried completely (approx. 8–10 hours at 20 
°C and 65 % RH). 

INSTRUCTIONS 

PRO TIP:
Lambskin rollers ensure even paint appli-
cation and high area coverage – ideal for 
highly absorbent substrates. 
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HAVE YOU ALREADY DISCOVERED OUR  
NOVUTOP - FLAT ROOF WATERPROOFING? 
Ideal for large-area roof waterproofing! 
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Completion and cleaning 

FINISHING WORK 

1.	 Clean tools with water immediately after use. 

2.	 Wipe off unintended paint splashes on adjacent 
surfaces. 

3.	 Ensure adequate ventilation while the paint is 
drying.  

4.	 Carefully remove covering materials and masking 
tapes after drying. 


